American Saw Blades

It’s the perfect machine to join large, shaped mouldings:
It is a long-term, reliable equipment to produce
medium/small repetitive or single pieces. One of the
features is the joystick that makes the machine fast to
fire v-nails in different positions. Both Gielle v-nail types
(FLX AND FL2) are stackable as you can see in photo on
the right. The FLX type is a traction effect one, the FL2 is
a straight one.

STACKABLE VNAILS

The two-position pneumatic pedal controls the
pressure that locks the moulding to the work
surface. The joystick controls the driving of the v-
nail.

Five gauges display the pressures, and a 200 or 600
(depending on model) v-nails pneumatic magazine
allows a fast recharge. The Self-Leveling two
pressure pads allow the perfect holding of shaped
mouldings. To guarantee a perfect view the front
pressure arm can be disabled and lifted out of the
way to join small mouldings. Additionally, there's a
front clamp and a back brake that make the wedges
stackable. Each locking solution is designed to make
the machine able to secure the mouldings to get a
perfect join.
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TECHNICAL FEATURES

Overall dimensions: 51 x 60 x 58 cm.
Weight: 41 kg (Bench/Stand not included)
Mouldings height: 10 cm.

Mouldings width: 16,5 cm.

FLX v-nail sizes: 5,7,10,12,15mm.

FL2 v-nail sizes: 7,10,12,15

Air consumption: 3,1/ per 5 bar in nl

SELF ADJUSTING PRESSURE ARMS

The photo shows the way two pressure
arms can be useful to lock the mouldings
in position: the pressure arms
automatically adjust their position on the
shaped mouldings. To get that result the
operator has to push the pedal till the
end.
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